
Fig. 2 
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Provide a mapping between midamble codes 
and channelization codes 



60 



Format communication bursts to be transmitted 
in a time slot with the midamble sequence 
mapped to the bursts' channelization codes 



62 



Transmit the formatted bursts from the base 
station 



Determine received midamble codes at the UE 



64 



Determine the active channelization codes 
66 using the received midamble codes and the 

mapping 



Recover data from the bursts using the 
determined channelization codes 



Fig. 4 



63 

oo 



CM 
CO 



CO 



13 
□ 

13 



IS 



p 

P 




vo 

WO 



wn 



O 

o 

cd 
N 



cd 

CJ 



wo 









<N 




<u 


-o 


■a 


O 


o 


a 


U 


c 


c 


o 


o 






cd 


cd 


SI 


N 












c 














CJ 


CJ 












vo 




uo 



• •• 



• r— ( 

Oh 

9* 














CD 




<D 






O 




O 




O 


C 








C 


<D 




CD 






=3 










cr 




cr 




cr 


<D 




<u 




<u 


00 




oo 


• • • 


oo 


JL> 




JO 




JL> 


X> 










E 




E 




s 


cd 




cd 




cd 


Mid 




Mid 




Mid 












XT 




to 





WD 

• T—t 

PL, 



o 

ON 



s 

•a 

N 

QUO 



VD 



S 
o 
U 



!□ 
P 
*0 
P 
-F 
*8 
IS 

b 

□ 
:E 

III 



o 
10 

<u 
o 

> 

Q 

§ 

o 

<u 
Q 

(U 
O 

u 

c 
o 

SI 



o 
o 

1.1 

B E 

£ 2 



oo 



oo 



oo 







c 








6 














CO 


o 


Mea 


Devi 














O 




Oh 





oo 



oo 



-4— > 




c 




<D 




6 












CO 


o 


Mea 


Devi 














o 













<L> 




■a 






on 


-a 




<D 




JC 


S3 


O 










nn 










u 



2 

OO 



•8 

^ o 

<3 O 

IX o 

y is 
o 



